FLASHING TAPE WRAPPED OVER CORROSION RESISTANT FLASHING & BEHIND AIR & WATER BARRIER

AIR & WATER BARRIER LAP OVER CORROSION RESISTANT FLASHING

CORROSION RESISTANT FLASHING FASTENED TO SUBSTRATE WITH NAILS /SCREWS

ADHESIVE / MASTIC - APPLIED IN VERTICAL STRIPS OR DABS - DON'T APPLY HORIZONTALLY

WEEP HOLES RECOMMENDED 16" TO 24" ON CENTER

OPENING & OR THICKNESS OF EXPANSION JOINT TO BE DETERMINED BY ARCHITECT OR ENGINEER

SEALANT WITH BACKER ROD

MASONRY VENEER

SUPPORT TIE

MORTAR - GROUT

SUBSTRATE

1/4" MORTAIRVENT® CLASSIC PANEL

EXTEND AIR & WATER BARRIER UNDER & PAST STAINLESS STEEL FLASHING

NON-CORROSIVE FASTENER

HORIZONTAL EXPANSION JOINT

SCALE : 1'-0" = 1'-0"

"X" TO BE DETERMINED BY SYSTEM THICKNESS

"X" 3/8" 3/8"

A brand of Brickworks Building Products

423 S. Pottsville Pike • Shoemakersville, PA 19555 • 610-562-3418 • www.glengery.com